Manual Input Apparatus

Read/Download
stoves, or other apparatus (including amplifiers) that produce heat. Adjust the input sensitivity using the following as a connection reference:

1. Unplug this apparatus during lightning storms or when unused for long periods of time.
2. Owners Instructions: Do not expose this apparatus to rain or moisture. The system comprises of a three input (two digital and one analogue) configuration. Please read these instructions carefully before using this product, and save this manual for future use.

3. Input the required addresses into each field and select "JOIN". • To change. As the colours of the wires in the mains lead of this apparatus may not be exactly the same as those in the plug, make sure that they are correct for the socket to avoid the risk of a situation which could result in an electric shock.

4. Input and Output Channels are explained in the following chapters: "Input Channels", "Output Channels".

5. AMIS26. 2 INPUT, 6 OUTPUT DISTRIBUTION AMPLIFIER. Read these instructions. 2.

6. when the apparatus has been damaged in any way, such as if the power-supply cord is damaged, the appliance is exposed to rain or moisture, object(s) have fallen into the apparatus, the apparatus has been exposed to a liquid, or the apparatus does not turn on or function normally, return it to the nearest authorized service facility for inspection or repair. 260. AUX. PASSIVE. ACTIVE.

7. INPUT. OUTPUT.


9. Unplug this apparatus during lightning storms or when unused for long periods of time.

10. English Inputs, outputs and controls. 13 have fallen into the apparatus, the apparatus has been.